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> Light
> Waterproof
> Easy to install
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ALLIUM Aluminum Waterproof Decking System 
is the ideal solution for your balconies and patios.

With ALLIUM Aluminum Waterproof Decking, 
you’re building a deck to last, outperforming 
all other deck materials.

You’ll also save time and money by not having 
to waterproof, paint or stain.

IDEAL FOR ANY TYPE OF CLIMATE
Made of aluminum, it’s cool to the touch 

and won’t hold heat like other materials. 
Your deck will stay cool during those

beautiful and sunny summer
days.  And in the winter

since it’s not absorbing
humidity, it won’t

crack under
frost or

cold.

LIGHT, WATERPROOF AND FIRE RESISTANT
ALLIUM decking boards are waterproof and can be
installed on any structure or surface as long as there
is a reasonable slope for the water to runoff. The boards
are light and entirely fire resistant (aluminum melting
point is at 660 °C).

A RESISTING AND NONSLIP FINISH
Our boards are powder coated with an added 
slip-resistance. Powder coating paint process is one 
the most durable, resistant and environmentally friendly
finishes out there. Exceeding the specification 2604 
of the AAMA (American Architectural Manufacturers 
Association). Available in two colours, grey and beige.

The boards measure  6 1/32’’ (153mm) in width and
lengths vary, up to 244’’ (6.198m) in length.

20 YEARS WARRANTY
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Plywood 
(optional)

• Welded stingers
• 1 to 6 steps
• White or black

• Nonslip
• Grey or beige
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